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DETAILED ACTION 

1. Application # 10/670,944 was filed on 9/25/2003. This amendment is responsive 
to communication filed on 10/24/2007. Applicant elected claims 1-16,21-40 
without traverse. Therefore claims 1-16, 21-40 are subject to examination. 
Claims 17-20 are non-elected claims. 

DETAILED ACTION 
Election/Restrictions 

1 . Restriction to one of the following inventions is required under 35 U.S.C. 121 : 

I. Claims 1-16,21-40, drawn to a method comprising calculating traffic 
statistics associated with packet flows, maintaining a heap the proves a 
heap-ordered representation of the packet flows and processing the heap, 
classified in class 709, subclass 224. 

II. Claims 17-20, drawn to a method comprising maintaining a data structure 
to store N packet flow identifiers for packet flows, applying algorithm to 
process the data structure to identify the M packet flows in computational 
time that can be represented as less than or equal to 0(Mlog(N)), 
classified in class 709, subclass 231. 

2. The inventions are distinct, each from the other because of the following reasons 
Inventions I and II are unrelated. In the instant case the inventions are different as 
group I Claims 1-16,21-40, are drawn to a method comprising calculating traffic 
statistics associated with packet flows, maintaining a heap the proves a heap-ordered 
representation of the packet flows and processing the heap, lacking a method 
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comprising maintaining a data structure to store N packet flow identifiers for packet 
flows, applying algorithm to process the data structure to identify the M packet flows in 
computational time that can be represented as less than or equal to 0(Mlog(N)). 

Group II claims 17-20 are drawn to a method comprising maintaining a data 
structure to store N packet flow identifiers for packet flows, applying algorithm to 
process the data structure to identify the M packet flows in computational time that can 
be represented as less than or equal to 0(Mlog(N)) lacking a method comprising 
calculating traffic statistics associated with packet flows, maintaining a heap the proves 
a heap-ordered representation of the packet flows and processing the heap. 

a) The Group I search (claims 1-16,21-40) would require use of class 709 subclass 224 
(not require in invention II). 

b) The Group II search (17-20) would require use of class 709 subclass 231 (not require 
in invention I). 

Applicant's election without traverse of claims 1-16,21-40 in the reply filed on 
10/24/2007 is acknowledged. 

The requirement is still deemed proper and is therefore made FINAL 
Claim Rejections - 35 USC § 103 

The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 
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3. Claims 1-16, 21-40 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Kojima et al. U.S. patent Publication # 2003/0179705 (hereinafter Kojima) in 
view of Kaniz et al. U.S. Patent # 6,990,102 (hereinafter Kaniz). 
As per claim 1 , Kojima teaches a method comprising: 

-calculating traffic statistics associated with packet flows through a 
network (Paragraphs 46-48); 

Kojima teaches traffic counter which stores and manages a traffic counter 
corresponding to the packet flow in the network. The input and output traffic counter 
has a function of receiving a packet, transmitting a packet, counting the amount of data 
(number of bytes) in packet in a network. 

-maintaining a heap (Fig. 4 element "traffic count table") that provides a 
heap-ordered representation of the packet flows (Paragraph 56); 

Kojima teaches maintaining a traffic count table (i.e. heap because is a collection 
of data or table of data), and the traffic count table provides representation of packet 
flows i.e. transmission count and reception count 

-processing the heap to select one or more of the packet flows (Paragraph 

59-63); and 

Kojima teaches processing the initial table count table (Fig. 6) to select packet 
flows of A and B. 

-outputting the traffic statistics associated with the selected packet flows 
(Paragraph 59-63)(Fig. 1 1)(Paragraphs 66-68). 
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Kojima teaches outputting the traffic count and the traffic count table stores the 
reception count and the transmission count w/ respect to packet flow A-B w/ respect to 
input circuit of A and output circuit of B (outputting traffic statistics associated w/ the 
selected packet flows). 

Kojima is silent in teaches providing heap-ordered representation. 

Kaniz teaches maintaining a heap that provides a heap-ordered representation of 
the packet flows (Fig. 6 element 604 "Heap entries")(column 9 lines 59-67)(column 10 
lines 1-1 9). It would have been obvious to one of ordinary skill in the art at the time of 
applicant's invention was made to implement Kaniz's teaching in Kojima's teaching to 
provide heap-ordered representation of the packet flows. The motivation for doing so is 
because heap-ordered representation is easier to search in table since heap-ordered 
tree is an array representation in which each node has a value which is less than value 
of parents which will decrease the time required to search the entire chain/tree. 

As per claim 2, Kojima and Kaniz teaches the method of claim 1 , but Kojima 
further teaches further comprising: receiving a query from a client (Paragraph 64); 
processing the heap in response to the query (Paragraph 66); and outputting the traffic 
statistics associated with the selected packets to the clients (Paragraph 64-68) 

As per claim 3, Kojima and Kaniz teaches the method of claim 1 , but Kaniz 
further teaches wherein processing the heap comprises: cloning the heap to produce a 
heap clone (column 10 lines 1 1-20)(Fig. 8 element "table 1 and table 2); and extracting 
one or more heap entries from the heap clone to select the packet flows (column 8 lines 
30-39)(column 5 lines 12-15). It would have been obvious to one of ordinary skill in the 
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art at the time of applicant's invention was made to implement Kaniz's teaching in 
Kojima's teaching to receiving query regarding M ordered packet flows, cloning the 
heap and extracting heap entries. The motivation for doing so decrease the time 
required to search an entire chain/tree since the tree is heap-ordered tree. 

As per claim 4, Kojima and Kaniz teaches the method of claim 1 , but Kojima 
further teaches wherein calculating traffic statistics and maintaining a heap are 
performed concurrently with processing the heap and outputting the traffic statistics 
(Paragraph 64-68). 

As per claim 5, Kojima and Kaniz teaches the method of claim 1 , but Kojima 
further teaches wherein calculating traffic statistics comprises maintaining a flow that 
stores traffic flow statistics for a set of packet flows (Fig. 4,6,9,1 1)(Paragraph 63,66) 

As per claim 6, Kojima and Kaniz teaches the method of claim 1 , but Kaniz 
further teaches wherein maintaining a table representation of the heap (Fig. 6 element 
604 "Heap entries")(column 9 lines 59-67)(column 10 lines 1-19). It would have been 
obvious to one of ordinary skill in the art at the time of applicant's invention was made to 
implement Kaniz's teaching in Kojima's teaching to maintain a table representation of a 
heap. The motivation for doing so is because heap-ordered representation is easier to 
search in table since heap-ordered tree is an array representation in which each node 
has a value which is less than value of parents which will decrease the time required to 
search the entire chain/tree. 
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As per claim 7, Kojima and Kaniz teaches the method of claim 6, but Kaniz 
further teaches wherein maintaining the heap comprises storing packet flow identifiers 
as elements of the table and in a heap-ordered fashion (column 8 lines 30-65). 

As per claim 8, Kojima and Kaniz teaches the method of claim 1 , but Kojima 
further teaches further comprising identifying the packet flows by at least one of a 
source network address, a destination network address, a protocol, a source port 
number and a destination port number (Paragraph 49). 

As per claim 9, Kojima and Kaniz teaches the method of claim 1 , but Kaniz 
further teaches wherein calculating traffic statistics comprises: receiving a packet from a 
network via an interface card of a network device (column 5 lines 9-15); and extracting a 
key from a packet (column 5 lines 12-15); associating the packet with one of the packet 
flows based on the key (column 6 lines 1-26) ; and updating the flow statistics for the 
associated packet flow based on content of the packets (column 5 lines 41-67)(column " 
6 lines 1 -6). It would have been obvious to one of ordinary skill in the art at the time of 
applicant's invention was made to implement Kaniz's teaching in Kojima's teaching to 
receiving packet, extract key from the packet, associate packet based on the key and 
update the flow statistics. The motivation for doing so would be to determine which port 
the packet/frame should be outputted i.e. using single port, multiple ports or all ports or 
no port based on the key (column 6 lines 18-20). 

As per claim 10, Kojima and Kaniz teaches the method of claim 9, but Kaniz 
further teaches wherein maintaining a heap comprises performing a heapify operation 
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on the heap after receiving the packet and updating the flow statistics (column 8 lines 
30-39)(Fig. 6 "heap entries"). 

As per claim 1 1 , Kojima and Kaniz teaches the method of claim 1 , but Kojima 
further teaches wherein calculating traffic statistics further comprises communicating the 
packets to an accounting service card of a network device (Paragraph 47), wherein the 
accounting service card calculates the traffic statistics (Paragraph 46-47). 

As per claim 12, Kojima and Kaniz teaches the method of claim 1, but Kaniz 
further teaches further comprising: receiving a query from a network client, wherein the 
query requests M ordered packet flows; cloning the heap to produce a heap clone in 
response to the query (column 10 lines 1 1-20)(Fig. 8 element "table 1 and table 2); 
performing M-1 heapify operations to extract the M ordered packet flow identifiers from 
the heap (column 8 lines 30-39)(column 5 lines 12-15); and outputting the traffic 
statistics associated with the M packet flow identifiers (column 5 lines 41-67)(column 6 
lines 1-6). It would have been obvious to one of ordinary skill in the art at the time of 
applicant's invention was made to implement Kaniz's teaching in Kojima's teaching to 
receiving query regarding M ordered packet flows, cloning the heap and performing M-1 
heapify operations. The motivation for doing so decrease the time required to search 
an entire chain/tree since the tree is heap-ordered tree. 

As per claim 13, Kojima teaches the method comprising: 

-maintaining a heap that provides a heap-ordered representation of packet flows 
within a network based on at least one criteria associated with the packet flows 
(Paragraph 56); 
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Kojima teaches maintaining a traffic count table (i.e. heap because is a collection 
of data or table of data), and the traffic count table provides representation of packet 
flows i.e. transmission count and reception count based on counting of amount of data 
(number of bytes) in a packet (one criteria associated w/ packet flows). 

-processing the heap to output traffic statistics associated with an ordered subset 
of the packet flows. (Paragraph 59-63)(Fig. 1 1)(Paragraphs 66-68). 

Kojima teaches processing the initial table count table (Fig. 6)(i.e. heap) to select 
packet flows of A and B and outputting the traffic count and the traffic count table stores 
the reception count and the transmission count w/ respect to packet flow A-B w/ respect 
to input circuit of A and output circuit of B (outputting traffic statistics associated w/ the 
packet flows). 

Kojima is silent in teaches providing heap-ordered representation. 

Kaniz teaches maintaining a heap that provides a heap-ordered representation of 
the packet flows (Fig. 6 element 604 "Heap entries")(column 9 lines 59-67)(column 10 
lines 1-19). It would have been obvious to one of ordinary skill in the art at the time of 
applicant's invention was made to implement Kaniz's teaching in Kojima's teaching to 
provide heap-ordered representation of the packet flows. The motivation for doing so is 
because heap-ordered representation is easier to search in table since heap-ordered 
tree is an array representation in which each node has a value which is less than value 
of parents. 
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As per claim 14, Kojima and Kaniz teaches the method of claim 13, but Kojima 
' further teaches the criteria comprises one of a byte count and a packet count 
associated w/ each of the packet flows (Paragraph 46)(Fig. 4,6,9,1 1 "Flow table A-B") 

As per claim 15, Kojima and Kaniz teaches the method of claim 13, but Kaniz 
further teaches receiving a query from a network client, cloning the heap to produce a 
heap clone (column 10 lines 11-20)(Fig. 8 element "table 1 and table 2); extracting one 
or more heap entries from a heap clone to extract identifiers for the ordered subset of 
the packet flows (column 8 lines 30-39)(column 5 lines 12-15); and outputting the traffic 
statistics associated with the extracted identifiers (column 5 lines 41-67)(column 6 lines 
1-6). It would have been obvious to one of ordinary skill in the art at the time of 
applicant's invention was made to implement Kaniz's teaching in Kojima's teaching to 
receiving query regarding M ordered packet flows, cloning the heap and extracting heap 
entries and outputting traffic statistics. The motivation for doing so decrease the time 
required to search an entire chain/tree since the tree is heap-ordered tree. 

As per claim 16, Kojima and Kaniz teaches the method of claim 13, but Kojima 
further teaches wherein maintaining a heap is performed concurrently with processing 
the heap (Paragraph 64-68). 

As per claims 21-27 respectively, it teaches same limitations as claims 1-7 
respectively, therefore rejected under same basis. 

As per claim 28, Kojima teaches a network elements comprising: 

-an interface (Fig. 1 element 104) to receive packets flows from a 
network(Paragraphs 46-48); 
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-a control unit (Fig. 1 element 101 "control unit")coupled to the interface, wherein 
the control unit computes flow statistics for the packets, (Paragraphs 46-48); 

Kojima teaches traffic counter which stores and manages a traffic counter 
corresponding to the packet flow in the network. The input and output traffic counter 
has a function of receiving a packet, transmitting a packet, counting the amount of data 
(number of bytes) in packet in a network. 

Kojima is silent in teaching maintaining identifiers for the packet flows in a heap- 
ordered representation based on at least one of the statistics. Kaniz teaches 
maintaining identifiers for the packet flows in a heap-ordered representation based on at 
least one of the statistics (column 8 lines 30-65). It would have been obvious to one of 
ordinary skill in the art at the time of applicant's invention was made to implement 
Kaniz's teaching in Kojima's teaching to maintain identifier in a heap-ordered 
representation of the packet flows. The motivation for doing so is because heap- 
ordered representation is easier to search in table since heap-ordered tree is an array 
representation in which each node has a value which is less than value of parents which 
will decrease the time required to search the entire chain/tree. 

As per claim 29, Kojima and Kaniz teaches the network elements of claim 28, but 
Kaniz further teaches wherein the control unit maintains identifiers as a heap having 
plurality of entries, wherein each entry stores a respective identifier for one of the packet 
flows (Fig. 6 element 604 "Heap entries")(column 9 lines 59-67)(column 10 lines 1-19). 

As per claim 30, Kojima and Kaniz teaches the network elements of claim 29, 
further comprising a user interface to receive a query from client (Paragraph 64). 
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Kojima is silent in teaching wherein the control unit processes the heap in response to 
the query to select one or more identifiers, and the user interface outputs a portion of 
the traffic statistics associated with the selected identifiers. Kaniz teaches the control 
unit processes the heap in response to the query to select one or more identifiers, and 
the user interface outputs a portion of the traffic statistics associated with the selected 
identifiers (column 10 lines 1-35). It would have been obvious to one of ordinary skill in 
the art at the time of applicant's invention was made to implement Kaniz's teaching in 
Kojima's teaching to process the heap in response to the query and user interface 
outputs a portion of the traffic statistics. The motivation for doing so would be to keep 
up-to-date on the network traffic statistics associated with each packet flows and its 
identifiers. 

As per claim 31 , Kojima and Kaniz teaches the network elements of claim 29, but 
Kaniz further teaches wherein the control unit clones the heap to produce a heap clone, 
and processes the heap clone to extracting the identifiers (column 8 lines 30- 
39)(column 5 lines 12-15). It would have been obvious to one of ordinary skill in the art 
at the time of applicant's invention was made to implement Kaniz's teaching in Kojima's 
teaching to receiving query regarding M ordered packet flows, cloning the heap and 
extracting heap entries. The motivation for doing so decrease the time required to 
search an entire chain/tree since the tree is heap-ordered tree 

As per claim 32, Kojima and Kaniz teaches the network elements of claim 29, but 
Kojima further teaches wherein the control unit concurrently computes the flow statistics 
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and maintains the identifiers concurrently with processing the heap and outputting the 
portion of the traffic statistics (Paragraph 64-68). 

As per claim 33, Kojima and Kaniz teaches the network elements of claim 29, but 
Kojima further teaches wherein the control unit associates the packets with the packet 
flows by determining for each packet at least one of a source network address, a 
destination network address, a protocol, a source port number, and a destination port 
number (Paragraph 49). 

As per claim 34, Kojima and Kaniz teaches the network elements of claim 28, 
Kojima further teaches wherein the control unit calculates the flow statistics (Fig. 
4,6,9, 11)(Paragraph 63,66) and maintains the heap-ordered representation in real-time 
as packets are received from the interface card (Paragraph 63-68). 
Kojima does not explicitly teaches maintaining the heap-ordered representation. Kaniz 
teaches maintaining a heap that provides a heap-ordered representation (Fig. 6 element 
604 "Heap entries")(column 9 lines 59-67)(column 10 lines 1-19). It would have been 
obvious to one of ordinary skill in the art at the time of applicant's invention was made to 
implement Kaniz's teaching in Kojima's teaching to provide heap-ordered representation 
of the packet. The motivation fordoing so is because heap-ordered representation is 
easier to search in table since heap-ordered tree is an array representation in which 
each node has a value which is less than value of parents which will decrease the time 
required to search the entire chain/tree 
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As per claim 35, Kojima and Kaniz teaches the network elements of claim 28, 
wherein the control unit comprises an accounting module that calculates the traffic 
statistics (Fig. 1 element 121, 123,122) 

As per claim 36, Kojima and Kaniz teaches the network elements of claim 28, but 
Kojima further teaches further comprising an accounting service card (Fig. 1 element 
122, 123), wherein the control unit forwards the packets to the accounting service card 
to calculate the traffic statistics (Paragraph 47-48). 

As per claim 37, Kojima and Kaniz teaches the network elements of claim 28, but 
Kojima further teaches wherein the control unit comprises: a routing engine to maintain 
routing information representing a topology of the network (Paragraph 8); and a 
forwarding engine to forward the network packets in accordance with the routing 
information (Paragraph 54). 

As per claim 38, Kojima and Kaniz teaches the network elements of claim 28, but 
Kojima further teaches wherein the network device comprises one of a router, a switch, 
a gateway and a hub (Fig. 1 element 102). 

As per claim 39, Kojima teaches a network device comprising: an interface (Fig. 
1 element 104) to receive packet flows from a network; a control unit (Fig. 1 element 
"control unit") coupled to the interface (Paragraphs 46-48); and an accounting service 
card (Fig. 1 element 122,123), wherein the control unit forwards the packets to the 
accounting service card to calculate the traffic statistics, wherein the accounting service 
card computes flow statistics for the packets (Paragraph 47-48). 
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Kojima is silent in teaches maintaining a heap that provides a heap-ordered 
representation of the packet flows. Kaniz teaches maintaining a heap that provides a 
heap-ordered representation of the packet flows (Fig. 6 element 604 "Heap 
entries")(column 9 lines 59-67)(column 10 lines 1-19). It would have been obvious to 
one of ordinary skill in the art at the time of applicant's invention was made to implement 
Kaniz's teaching in Kojima's teaching to provide heap-ordered representation of the 
packet flows. The motivation for doing so is because heap-ordered representation is 
easier to search in table since heap-ordered tree is an array representation in which 
each node has a value which is less than value of parents which will decrease the time 
required to search the entire chain/tree. 

As per claim 40, Kojima and Kaniz teaches the network device of claim 39, but 
Kojima further teaches wherein the accounting service card comprises: a flow table to 
store the flow statistics (Fig. 6,9, 11) but fails to teach heap table to store the heap. 
Kaniz teaches a heap table to store the heap (Fig. 6 element 604 "Heap 
entries")(column 9 lines 59-67)(column 10 lines 1-19) It would have been obvious to one 
of ordinary skill in the art at the time of applicant's invention was made to implement 
Kaniz's teaching in Kojima's teaching to provide a heap table to store the heap. The 
motivation for doing so is because a heap table is easier to search in table since heap- 
ordered tree is an array representation in which each node has a value which is less 
than value of parents which will decrease the time required to search the entire 
chain/tree. 

Conclusion 
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4. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. 

5. A). "Packet Transfer apparatus with the function of flow detection and flow 
management method" by Yazaki et al a. U.S. patent # 7,031 ,313 

6. A shortened statutory period for response to this action is set to expire 3 
(three) months and 0 (zero) days from the mail date of this letter. Failure to 
respond within the period for response will result in ABANDONMENT of the 
applicant (see 35 U.S.C 133, M.P.E.P 710.02, 710.02(b)). 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Dhairya A. Patel whose telephone number is 571-272- 
5809. The examiner can normally be reached on Monday-Friday 7:00AM-4: 30PM, first 
Fridays OFF. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, John Follansbee can be reached on 571-272-3964. The fax phone number 
for the organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Sen/ice Representative or access to the automated information 
system, call 800-786-91 99 (IN USA OR CANADA) or 571 -272-1 000. 
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